ANTILOCK LAMP STAYS “ON"

INSTALL SCAN TOOL

NO IGNITION 3
VOLTAGE PRESENT

» REMOVE BRAKE FUSE, CHECK FUSE

DTCS DISPLAYED

REFER TO DIAGNOSTIC
CHART FOR THAT DTC

l

FUSE GOOD

[

CHECK BATTERY AND CHARGING SYSTEM
FOR PROPER OPERATION. REFER TO
SECTION 6D3.

[

l

]

CONDITION FOUND

l
FUSE OPEN

l

* REPAIR CKT 441 FOR
SHORT TO GROUND
» REPLACE BRAKE FUSE

BATTERY AND CHARGING SYSTEM OK

AND CORRECTED J

* IGNITION SWITCH “ON"

*» DISCONNECT WHITE VCM CONNECTOR

* MEASURE VOLTAGE FROM CONNECTOR
HARNESS TERMINAL “17" TO GROUND

I

{

10 VOLTS OR MORE

I

VOLTAGE LESS THAN 10 VOLTS

1

VERIFY CORRECT OPERATION
OF SCAN TOOL

REPAIR CKT 441 FOR OPEN OR
HIGH RESISTANCE

REPLACE VCM

PERFORM “FUNCTIONAL TEST”




